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(57) ABSTRACT

A socket module for an electrosurgical device has a housing
(10), at least two connectors (11, 12) each having two con-
tacts (11a, 115, 12a, 125). A first connection member (13)
electrically connects a first contact (11a) of the first connector
(11) to a first contact (12a) of the second connector (12). The
first connection member (13) has two contact regions (134,
135), of which a first contact region (13a) is connected to the
first contact (11a) of the first connector (11) and a second
contact region (135) is connected to the first contact (12a) of
the second connector (12). A printed circuit board (15) is
arranged in the housing (10) and electrically connected to the
first connector. (11) The printed circuit board (15) supports a
third contact region (154, 155) which connects the first con-
nector (11) to the printed circuit board (15).
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SOCKET MODULE, ELECTROSURGICAL
DEVICE, AND SET WITH A SOCKET
MODULE

RELATED APPLICATION(S)

This application claims the benefit of European Patent
Application No. EP 14179974.2 filed Aug. 6, 2014, the con-
tents of which are incorporated herein by reference as if fully
rewritten herein.

TECHNICAL FIELD

The invention relates to a socket module for an electrosur-
gical device, to an electrosurgical device with such a socket
module, and also to a set with a socket module and a removal
tool.

BACKGROUND

Electrosurgical devices, for example high-frequency sur-
gical devices, which have a plurality of socket modules for
connecting surgical instruments are known from practice.
The socket modules form plug-in connections between the
electrosurgical instruments and the circuits in the interior of
the electrosurgical device. Socket modules which in each case
have a plurality of connectors for instruments with different
plugs are known from practice for connecting electrosurgical
instruments and/or neutral electrodes. With these known
socket modules, the connectors in the interior of the housing
of the respective module are wired together, which requires
time-consuming soldering operations. Thus the assembly
times for such socket modules are long, and in addition it must
be ensured that the soldered connections can withstand the
demands made on the electrical devices, in particular with
respect to temperature fluctuations, over the entire life of the
devices.

SUMMARY

The object of the invention is to devise a socket module for
an electrosurgical device for which the assembly times can be
shortened and at the same time the quality of the electrical
connections can be ensured. Further, the object of the inven-
tion is to devise an electrosurgical device with such a socket
module, and also a set with a socket module and a removal
tool.

The invention is based on the concept of devising a socket
module for an electrosurgical device, wherein the socket
module has a housing, at least two connectors with two con-
tacts in each case and also at least a first connection means.
The first connection means electrically connects a first con-
tact of the first connector to a first contact of the second
connector. The invention is distinguished in that the first
connection means has two contact regions, of which a first
contact region is connected to the first contact of the first
connector and a second contact region is connected to the first
contact of the second connector in positive manner and/or in
non-positive manner in each case. A printed circuit board is
arranged in the housing, which board is electrically connected
to the first connector. The printed circuit board has a third
contact region which connects the first connector to the
printed circuit board in positive manner and/or in non-posi-
tive manner.

The invention has various advantages. Owing to the posi-
tive and/or non-positive connection, the wiring of the connec-
tors can be at least partially dispensed with, thus considerably
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shortening the assembly times. Furthermore, potential
sources of errors which might arise during soldering are
avoided.

The printed circuit board arranged in the housing likewise
contributes to the number of connecting cables in the housing
being reduced, because the printed circuit board is connected
to the first connector in positive manner and/or in non-posi-
tive manner.

In conjunction with the first connection means, it is dis-
closed in concrete terms that the first and second contact
regions can be connected in each case in positive manner or in
each case in non-positive manner to the respective contact. It
is also possible for the first contact region to be connected in
positive manner and the second contact region to be con-
nected in non-positive manner to the respective contact, or
conversely.

A “positive” connection is to be understood to mean a
connection between two connecting parts which at least par-
tially grip into or around one another. This means that the
connecting parts cannot be detached even without power
transmission, or in the event of power transmission being
interrupted. The positive connection may also be combined
with a non-positive connection, for example by acting upon
the respective connecting parts with a spring force. Purely
non-positive connections are possible, in which the static
friction between the effective surfaces prevents the parts from
becoming detached from one another.

The contact regions ensure both the mechanical holding of
the parts which are connected together and the electrical
contact.

In a particularly preferred embodiment, a second connec-
tion means electrically connects a second contact of the first
connector to a second contact of the second connector. The
second connection means has two contact regions, of which a
first contact region is connected to the second contact of the
first connector in positive manner and/or in non-positive man-
ner. A second contact region is connected to the second con-
tact of the second connector in positive manner and/or in
non-positive manner or by a material bond. Owing to the
second connection means, the wiring costs are reduced still
further or the wiring can be dispensed with entirely. Com-
pared with the assembly times for known socket modules, the
assembly time for this embodiment can be reduced by
approximately 75%.

Expediently, at least the first connection means is con-
nected to the housing. It is also possible to connect both the
first and the second connection means to the housing, which
achieves simple fixing of the connection means. Preferably
the first connection means is connected to a removable cover
of'the housing, as a result of which the ease of assembly ofthe
socket module is improved further, because the connection of
the respective contacts of the first and second connector takes
place automatically with the closing of the housing by the
cover. The second connection means may be connected to a
base of the housing, and is thus spaced apart sufficiently
reliably from the first connection means.

The contact regions of the first connection means may form
clips and/or flexible tongues which are latched with the first
contacts and/or lie against them. There are therefore various
possible ways of realising the contact regions. For example,
the first and second contact regions of the first connection
means may be configured in each case by clips or in each case
by flexible tongues. It is also possible to configure one contact
region by a clip and the other by a flexible tongue. This applies
to the first and second contact regions or respectively con-
versely. The use of clips has the advantage that a particularly
secure connection is produced which is independent of the
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application pressure of the cover. The advantage of the flex-
ible tongues is that they are particularly simple to produce.

The contact regions of the second connection means may
form clips and/or flexible tongues and/or bearing surfaces.
The clips are latched with the respective second contacts. The
flexible tongues lie against the second contacts and the bear-
ing surfaces are connected to the second contacts by a mate-
rial bond. Here too, all possible combinations are conceiv-
able. For example, one contact region may be configured as a
clip and the other contact region as a bearing surface which is
connected to the corresponding contact by a material bond,
for example by soldering or welding. In particular if the
second connection means is arranged on the base of the hous-
ing, a connection by a material bond between the respective
contact region and the contact is simple to realise.

In a preferred embodiment, at least the first connection
means, in particular the first and second connection means,
form(s) a metal strip, on the ends of which the contact regions
are provided. The metal strip is simple to produce and can be
mounted securely and rapidly in the housing.

Preferably the third contact region forms at least one clip
which is connected to the printed circuit board. In a particu-
larly preferred embodiment, the third contact region has two
clips which are each connected to the printed circuit board.
Thus the wiring of the connectors which has been known
hitherto is replaced in a simple manner by a mechanical
connection, in particular a plug-in or latch connection.

The contact regions, in particular the clips, may have two
jaws arranged opposite one another, which in the holding
state are acted upon by a spring force. This achieves secure
fixing of the parts which are arranged between the jaws, in
particular of the contacts of the connectors.

Expediently, the first connector has a stop which cooper-
ates with an outer edge of'the printed circuit board to position
the connector. The printed circuit board thus has a dual func-
tion. Firstly, it serves electrically to connect the connectors to
the circuits in the interior of the electrosurgical device. Sec-
ondly, it serves as a mechanical stop in order to position the
first connector correctly in the longitudinal direction of the
connector. This facilitates the mounting of'the first connector.

The first connector may comprise two plugs which form
the first and second contacts of the first connector. Such a
configuration of the connector is suitable for example for
internationally-used cables.

The second connector may comprise a female socket and a
ratchet spring, the female socket forming the first contact and
the ratchet spring the second contact of the second connector.
Such a connector is intended for connecting to a jack plug.

The second connector, in particular the ratchet spring, may
be placed on at least one holding pin and be fixed by at least
one sleeve-like holding-down means which surrounds the
holding pin after assembly. Expediently, two holding pins and
two corresponding holding-down means are provided. The
fixing of the second connector, in particular of the ratchet
spring, by the holding pin and the holding-down means
replaces the screw connection known per se with which the
ratchet spring is fixed in the housing. This means that the
screwing operation which is costly in the prior art can be
dispensed with when mounting the ratchet spring. Rather, the
connection of the holding pin with the sleeve-like holding-
down means automatically produces the connection by plac-
ing the cover on.

The invention will be explained in greater detail below with
further details with reference to the accompanying schematic
drawings. Therein:

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective view of a socket module in accor-
dance with an example of embodiment according to the
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invention in which the cover is removed, the first connection
means being shown in the installation position;

FIG. 2 is a cross-section through the socket module of FIG.
1 along the line A-A;

FIG. 3 is a cross-section through the housing of FIG. 1
along the line B-B; and

FIG. 4 is a longitudinal section through the socket module
of FIG. 1 along the line C-C.

DETAILED DESCRIPTION

The socket module illustrated in FIG. 1 is used for con-
necting neutral electrodes to an electrosurgical device (NE
socket module). The invention is not restricted to what are
called NE socket modules for neutral electrodes, but can also
be applied to other socket modules with which electrosurgical
instruments are connected to devices, with various connec-
tors being electrically connected together in the housing of
the socket module.

The socket module illustrated in FIG. 1 can be used par-
ticularly effectively in combination with the socket insert
described in EP 14 154 490, which can be assembled without
tools and originates from the applicant. In this respect, the
features of the socket insert or socket module described in EP
14 154 490 are likewise realised in the present example of
embodiment. Reference is made to EP 14 154 490 with
respect to the further details of the socket insert or socket
module which can be assembled without tools.

The socket module according to FIG. 1 has a housing 10
with a base 10a and a cover which is removable and is not
shown in FIG. 1. The cover can be fixed by the screw 22
illustrated in FIGS. 1-4. Other possible ways of fixing such as
for example snap connections of the cover are conceivable.
The housing 10 has two connectors 11, 12. The two connec-
tors 11, 12 are suitable for different plug types. In operation,
only one connector is ever occupied. For example, the first
connector 11 is configured for connection to international
cables, and for this purpose has electrical connecting parts, in
particular two contact pins 23a, 235, which are illustrated in
FIG. 3. Other electrical connecting parts are possible.

The contact pins 23a, 236 have a dual function. If the first
connector 11 is occupied, the contact pins 23a, 235 connect
the connected cable to an electronic component, such as the
printed circuit board 15, in the interior of the housing. If the
second connector 12 is occupied, the contact pins 23a, 235
form part of the electrical connection between the second
connector 12 and the further components, in concrete terms
the printed circuit board 15. At the same time, the first con-
nector 11 is blocked, so that a cable can be connected only at
the second connector 12.

For electrical connection of the second connector 12 and
the further components, in concrete terms the printed circuit
board 15, the electrical connecting parts, in particular the
contact pins 23a, 235, form the first contact 11a and the
second contact 115 of the first connector 11.

The contact pins 23a, 235 are embodied as pin-shaped
rotary parts.

The second connector 12 illustrated in FIG. 1 is intended
for a jack plug and accordingly has a female socket 124 and
also a ratchet spring 125, which are configured as a first
contact 124 or as a second contact 125 respectively of the
second connector 12. The female socket will be designated
below by the reference numeral 124, and the ratchet spring by
the reference numeral 125.

The two connectors 11, 12, as illustrated in FIG. 1, are
arranged parallel next to one another in the housing 10. The
two connectors 11, 12 are accessible through corresponding
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openings in the front side of the socket module. In the
example of embodiment of FIG. 1, securing is provided in the
form of a sliding plate, with which one of the two connectors
11, 12 is closed if the other connector 11, 12 is accessible, so
that occupation of both connectors simultaneously is avoided.

As canreadily be recognised in FIG. 1, the first contact 11a
of'the first connector 11, i.e. the contact pin 23a, is electrically
connected to the first contact 12a of the second connector 12,
i.e. the female socket 12a. For this, a first connection means
13 in the form of a metal strip 16 is provided which has two
contact regions 13a, 135. The first contact region 13a is
mechanically connected to the contact pin 234, and the sec-
ond contact region 135 to the female socket 12a. The connec-
tion takes place as a combined positive and non-positive
connection, because the contact regions 13a, 135 grip behind
the contact pin 23a or the female socket 124 respectively and
are additionally acted upon by a holding force, in particular a
spring force, which ensures permanent bearing of the contact
regions 13a, 136 on the contact pin 234 or the female socket
124, respectively.

In concrete terms, the contact regions 13a, 135 are embod-
ied in each case as clips 13a, 135 which are latched with the
contact pin 23a or with the female socket 12a. For this, the
clips have jaws 17 in each case (FIG. 2) which grip at least
partially around the first contact pin 23a or the female socket
12a. The jaws 17 in the assembled state are pressed apart from
each other by the contact pin 23a or the female socket 124, so
that in the assembled state they exert a spring force on the
respective component, i.e. the contact pin 23« or the female
socket 12a. The jaws 17 are profiled in such a way that they at
least partially grip behind the contact pin 23a or the female
socket 12a and thus also bring about a certain positive con-
nection in addition to the non-positive connection.

The distance between the two jaws 17 depends on the
diameter of the contact pin 23a or of the female socket 12a.
The same applies to the profiling of the end pieces of the two
jaws 17, which are inclined inwards as far as a holding edge
24. The holding edge 24 grips behind the contact pin 23a or
the female socket 12a, so that, together with the spring force
applied by the jaws 17, a secure connection is produced. For
simple assembly, the jaws 17 are bent apart from each other in
each case after the holding edge 24, so that they do not skew
with the contact pin 23a or the female socket 124 when they
are placed on during assembly.

The two jaws 17 for the first contact pin 234 are formed in
each case in that the metal strip 16 at the corresponding end is
divided in the longitudinal direction, with a first jaw 17 being
formed by bending over and profiling the divided metal strip
16. The same applies to the second jaw 17, which is formed
spaced apart from the first jaw 17 in the longitudinal direc-
tion. As can be clearly seen in FIG. 1, the jaws 17 are config-
ured to be offset by the division of the metal strip 16 in the
longitudinal direction.

The penetration of the left-hand jaw 17 into the material of
the female socket 12a as shown in FIG. 3 is only graphically
dictated. In practice, both jaws lie against the outer side of the
female socket 126. The same applies to the other jaw 17
which surrounds the first contact pin 23a.

The metal strip 16 has in the region of the first contact pin
23a a bent edge 25, as a result of which the difference in
height between the first contact pin 23a¢ and the cover is
compensated. The same applies to the metal strip 16 in the
region of the female socket 124, which strip has a correspond-
ing bent edge 25 there. In the assembled state, the portion of
the metal strip 16 between the two bent edges 25 lies against
the cover or against the inner side of the cover. To fix the metal
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strip 16, two pins of the cover protrude through the openings
in the metal strip 16 which are illustrated in FIG. 1.

The metal strip 16 in the installed state is angled parallel to
the base or parallel to the cover, with one long arm of the
metal strip 16 being arranged perpendicular to the longitudi-
nal axis of the first contact pin 23a and a shorter arm of the
metal strip 16 being arranged parallel to the longitudinal axis
of the female socket 12a. The first contact region 13a is
arranged transversely to the longitudinal axis of the first con-
tact pin 23a. The same applies to the second contact region
135, which is arranged transversely to the longitudinal axis of
the female socket 12a. The second contact region 136 is
connected to the shorter arm of the metal strip 16. The first
contact region 13a is connected to the longer arm of the metal
strip 16.

The metal strip 16 forms the electrical connection between
the first and second contact, or the female socket 124 and the
first contact pin 23a.

The connection of the first contact pin 23a to the printed
circuit board 15 which is arranged in the housing (see FIG. 1)
likewise takes place in wireless manner. For this, the printed
circuit board 15 has a third contact region consisting of the
clips 15a, 155 which connects the first connector 11, in con-
crete terms the first contact pin 23a, in positive and in non-
positive manner. For this, a first clip 154 is fastened, in par-
ticular soldered, to the printed circuit board 15, which clip is
connected on one hand to a pin-like end of the first contact pin
23a and on the other hand to a printed conductor, not shown
in FIG. 1, of the printed circuit board. The clip 15a grips
around the pin-like end of the first contact pin 23a. For this,
the clip 15a has two jaws 17 which, as described above, are
profiled. In this respect, reference is made to the features
described in conjunction with the clip 135 for the female
socket 124.

The pin-like end of the first contact pin 23a has a smaller
diameter than the contact pin 23a. This achieves a simple
connection with a relatively low assembly force between the
first connector or the first contact pin 23a respectively and the
printed circuit board 15. To simplify the positioning of the
first contact pin 23a, the latter has a stop 18 which in the
installed state cooperates with an outer edge 19 of the printed
circuit board 15 (FIG. 4). This means that the first contact pin
23a can be reliably positioned in the longitudinal direction
upon insertion or clipping-in. The same applies to the second
contact pin 235, which forms the second contact 115 of the
first connector 11. All the features described in conjunction
with the first contact pin 23« and the connection to the printed
circuit board 15 are also disclosed in conjunction with the
second contact pin 234.

The second contact pin 235 is electrically connected to the
second contact 125 of the first connector, in concrete terms to
the ratchet spring 125. The ratchet spring 125 is aligned in a
manner known per se with the female socket 12a and is
spaced apart therefrom, so that a two-pole jack plug can be
connected to the second connector 12. The electrical connec-
tion between the ratchet spring 125 and the second contact pin
23b takes place by a second connection means 14. The second
connection means 14 is embodied as a metal strip 16 which is
connected to the base 104 of the housing 10 or is arranged on
the base 10a. The metal strip 16 or the second connection
means 14 has a first contact region 144 which is connected to
the second contact pin 235 in positive and in non-positive
manner. The first contact region 14a of the second connection
means 14 in the example according to FIG. 1 is embodied as
aclip analogously to the clip of the first connection means 13.
All the features disclosed in conjunction with the clip of the
first connection means 13 are also disclosed and claimed in
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conjunction with the clip of the second connection means 14.
The clips are constructed correspondingly. The sole difter-
ence between the two clips is that the clip of the second
connection means 14, starting from the base 10a, is opened
upwards, whereas the clip of the first connection means 13 is
opened downwards, i.e. opened towards the base 10a. The
direction of opening is yielded simply from the fact that the
second connection means 14 is arranged on the base 10a, i.e.
that the second contact pin 235 has to be introduced into the
clip from above. The direction of opening of the clip of the
first connection means 13 is determined by the arrangement
of the first connection means 13 on the cover, so that a con-
nection of the clip of the first connection means 13 to the first
contact pin 23a takes place when the cover is placed on.

The connection of the second connection means 14 to the
ratchet spring 125 takes place by a bearing surface which
forms the second contact region 145. The bearing surface lies
against the underside of the ratchet spring and this is brought
about either in a non-positive manner by a holding force
acting on the ratchet spring from above or by a material bond
by welding or soldering of the underside of the ratchet spring
to the second contact region 145.

The ratchet spring 125 is fastened to the base 10a of the
housing 10 by two holding pins 20, which are also called
domes. In the assembled state, the two holding pins 20 coop-
erate with sleeve-like holding-down means, not shown, which
are fastened to the removable cover. The holding-down means
surround the respective holding pin 20 and press the ratchet
spring, which is arranged between the holding-down means
and the base 10a, or the two tabs of the ratchet spring down-
wards against the base 10a. It is therefore possible to dispense
with a screw connection for fixing the ratchet spring 125. This
also reduces the assembly costs.

Overall, the example of embodiment of FIG. 1 makes it
possible to have a completely wireless socket structure. It is
also possible to replace only some of the wiring by the
mechanical connections, i.e. connections which are not pro-
duced by a material bond. For example, only the upper first
connection means 13 may be used, whereas the connection
between the second contact pin 235 and the ratchet spring 126
is configured in a different manner. Instead of the clip con-
nections illustrated in FIG. 1, other mechanical connections,
for example flexible tongues, may be provided which replace
the clips individually or as a whole. The necessary contact
pressure for the flexible tongues is achieved by clamping the
cover with the housing. Instead of the clip connection of the
second connection means 14, likewise a flexible tongue may
be used which lies underneath against the second contact pin
23b.

With the example of embodiment of FIG. 1, completely
tool-free assembly of the socket module is possible.

Since the socket module, as in EP 14 154 490, can be
exchanged simply, in particular without a subsequent safety
inspection, the socket module according to FIG. 1 is also
disclosed and claimed in conjunction with a set together with
a removal tool, as described in greater detail in the above-
mentioned European patent application.

LIST OF REFERENCE NUMERALS

10 housing

10a base of the housing

11 first connector

11a first contact (connection)
115 second contact (connection)
12 second connector

12a first contact (female socket)
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125 second contact (ratchet spring)

13 first connection means

13aq first contact region (clip)

135 second contact region (clip)

14 second connection means

14aq first contact region (clip)

145 second contact region (bearing surface)
15 printed circuit board

15a, b third contact region, contact means (clips)
16 metal strip

17 jaws

18 stop

19 outer edge

20 holding pin

21 free

22 screw

23a, 23b contact pins

24 holding edge

25 bent edge

What is claimed is:

1. An apparatus comprising a socket module comprising:

a housing (10),

at least two connectors (11, 12), individual ones of the at

least two connectors including two contacts (11a, 115,

124, 12b) and at least a first connection means (13)

which electrically connects a first contact (11a) of the

first connector (11) to a first contact (12a) of the second

connector (12),

wherein

the first connection means (13) has two contact regions
(13a, 13b), of which a first contact region (13q) is
connected to the first contact (11a) of the first connec-
tor (11) and a second contact region (135) is con-
nected to the first contact (12a) of the second connec-
tor (12), in positive manner and/or in non-positive
manner in each case, and

a printed circuit board (15) is arranged in the housing
(10), which board is electrically connected to the first
connector (11), the printed circuit board (15) having a
third contact region (15a, 156) which connects the
first connector (11) to the printed circuit board (15) in
positive manner or in non-positive manner.

2. The apparatus according to claim 1, wherein the socket
module further comprises a second connection means (14)
electrically connecting a second contact (115) of the first
connector (11) to a second contact (125) of the second con-
nector (12), the second connection means (14) having two
contact regions (14a, 14b), of which a first contact region
(14a) is connected to the second contact (115) of the first
connector (11) in positive manner and/or in non-positive
manner, and a second contact region (145) is connected to the
second contact (125) of the second connector (12) in positive
manner and/or in non-positive manner or by a material bond.

3. The apparatus according to claim 1, wherein the first
connection means (13) is connected to the housing (10).

4. The apparatus according to claim 1, wherein the first
connection means (13) is connected to a removable cover of
the housing (10) and the second connection means (14) is
connected to a base (10a) of the housing (10).

5. The apparatus according to claim 1, wherein the contact
regions (13a, 13b) of the first connection means (13) form
clips and/or flexible tongues which are latched with the first
contacts (11a, 12a) and/or lie against them.

6. The apparatus according to claim 1, wherein the contact
regions (14a, 145) of the second connection means (14) form
clips and/or flexible tongues and/or bearing surfaces which
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are latched with the second contacts (115, 126) and/or lie
against them and/or are connected thereto by a material bond.

7. The apparatus according to claim 1, wherein the first
connection means (13) forms a metal strip (16), on ends of
which the contact regions (13a, 135, 144, 14b) are provided.

8. The apparatus according to claim 1, wherein the third
contact region (154, 15b) forms at least one clip which is
connected to the printed circuit board (15).

9. The apparatus according to claim 1, wherein the contact
regions (13a, 135, 14a, 145, 15a, 15b) have two jaws (17)
arranged opposite one another, which in a holding state are
acted upon by a spring force.

10. The apparatus according to claim 1, wherein the first
connector (11) comprises a contact pin (23a, 235) which has
a stop (18) which cooperates with an outer edge (19) of the
printed circuit board (15) to position the connector (11).

11. The apparatus according to claim 1, wherein the first
connector (11) comprises two contact pins (23a, 235) which
form the first and second contact (11a, 115) of the first con-
nector (11).

12. The apparatus according to claim 1, wherein the second
connector (12) comprises a female socket and a ratchet
spring, the female socket forming the first contact (12a) and
the ratchet spring the second contact (126) of the second
connector (12).

13. The apparatus according to claim 1, wherein the second
connector (12) is placed on at least one holding pin (20) and
is fixed by at least one sleeve-like holding-down means which
surrounds the holding pin (20).

14. The apparatus according to claim 1 further comprising
an electrosurgical device incorporating one or more of the
socket module.

15. The apparatus according to claim 1 further comprising
the socket module and a removal tool which has at least one
unlocking bar with a free end.
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16. An apparatus comprising a socket module comprising:

a housing,

at least two connectors, individual ones of the at least two

connectors including two contacts and at least a first
connection member configured to electrically connect a
first contact of the first connector to a first contact of the
second connector,

a printed circuit board arranged in the housing and electri-

cally connected to the first connector,

wherein the first connection member supports two contact

regions, of which a first contact region is connected to
the first contact of the first connector and a second con-
tact region is connected to the first contact of the second
connector, in positive manner and/or in non-positive
manner in each case, and

wherein the printed circuit board supports a third contact

region configured to connect the first connector to the
printed circuit board in positive manner or in non-posi-
tive manner.

17. The apparatus of claim 16, wherein the socket module
further comprises a second connection member configured to
electrically connect a second contact of the first connector to
a second contact of the second connector, wherein the second
connection member supports two contact regions, of which a
first contact region is connected to the second contact of the
first connector in positive manner and/or in non-positive man-
ner, and a second contact region is connected to the second
contact of the second connector in positive manner and/or in
non-positive manner or by a material bond.

18. The apparatus of claim 16, wherein the contact regions
of the first connection member form clips and/or flexible
tongues configured to latch with the first contacts (11a, 124)
and/or lie against them.
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